/// ANCHOR MARK
/////.PRIVATE LIMITED

SEMI'AUTOMATIC CAPSULE, LIQUID AND
DRY SYRUP FILLING MACHINES

Quality that excels in global markets




MANUAL CAPSULE FILLING MACHINE

The Manual Capsule Filling Machine is suitable for R&D as well as small batches.
The machine is supplied with SS 304/SS 316/SS 316L contact parts as per user requirement. The same machine can be used to fill
capsule sizes from 00 to 4 with interchangeable parts and a separate machine has to be used for capsule size 5.

OUTPUT:

PCF-300 (300 holes) — Up to 60,000 capsules per 8 hour shift

PCF-100 (100 holes) — Up to 20,000 capsules per 8 hour shift

Output depends on operator skill, powder characteristics and ambient
temperature conditions.

SALIENT FEATURES:
o Sturdy and easily movable.
o Easytodismantle and reassemble.

TECHNICAL SPECIFICATIONS:
Model PCF-300 (300 Holes) PCF-100 (100 Holes)

Overall Dimensions

(Approx) in mm 485 (L) x 480 (W) x 500 (H) 325 (L) x 350 (W) x 425 (H)

Net weight (Approx) 45 kgs 20 kgs

AUTOMATIC CAPSULE LOADERS

The Automatic Capsule Loaders are ideal for small and medium scale Pharmaceutical units and can also be used in a R&D setup. The
base and covering of the machine are fabricated in SS 304 and duly polished. The same machine can be used for size 00 to 5 with
interchangeable parts.

OUTPUT:
The PCL V28 Vertical Loader can fill a 300 hole plate in 28 secs. It can
. feed 2 to 3 manual capsule filling machine trays.
The PCL H14 Horizontal Loader can fill a 300 hole plate in 14 secs. It
can feed 4 to 5 manual capsule filling machine trays.
Output is dependent on operator skill and quality of the capsules.

SALIENT FEATURES:

o Low investment high output / Excellent cost benefit ratio.
o Compactand are easily movable.

o Easily removable parts.

;la::;_—- 5 TECHNICAL SPECIFICATIONS:

Model PCL V28 PCL H14
Connected Load 0.25 HP/415 V/3 Ph/ 0.25 HP/415 V/3 Ph/
K H 50 Hz/1440 RPM 50 Hz/1440 RPM

Overall Dimensions (Approx) in mm | 490(L) x 630(W) x 985(H) | 600(L) x 685(W) x 1015(H)

Net Weight (Approx) 100 kg 120 kg




SEMI AUTOMATIC CAPSULE FILLING MACHINE - PHARMAFILL CF2 & CF2XL

The PHARMAFILL Semi-automatic capsule filling machines
are suitable for filling powder, tablets and pellets or
granules into capsules. They are ideal for small to medium
scale pharmaceutical manufacturing units. These operator
friendly machines can be used to fill capsule sizes varying
from 00 to 5 with appropriate change parts. All powder
contact parts in SS 316 / SS 316L as per user requirement.

OUTPUT: (RATE OF PRODUCTION
PER HOUR UPTO)

Capsule

Size 00 0 12 345
CF2 20,000 25,000 28,000 30,000
CF2XL 30,000 40,000 45,000 50,000

The actual rate of production depends on the quality of the
capsules, powder characteristics and fill weight, ambient
temperature conditions and operator skill..

SALIENT FEATURES:

o Variable filling table speed for dosage accuracy.

¢ Automatic drug hopper in feed mechanism to eliminate
weight variations.

e Choice of four auger speeds to handle variety of
powders from hygroscopic to free flowing.

e Drug hopper designed for easy unloading of powder
and quick dismantling of hopper.

e Automatic capsule closing system ensures faster and
safer closing and ejection of filled capsules.

e Programmable Logic Control System with Human
Machine Interface

LOADING RING DETAILS:

Capsule 00 0 12 34,5
Size

Holes per

Ring 360 480 540 600

TECHNICAL SPECIFICATIONS:

Model CF2 CF2XL
Auger Drive 1.5 HP/415 V/3 Ph/50 Hz/750 RPM 1.5 HP/415 V/3 Ph/50 Hz/750 RPM
Loader Drive 0.5 HP/415 V/3 Ph/50 Hz/1400 RPM 0.5 HP/415 V/3 Ph/50 Hz/1400 RPM (2 nos)
Filling Table Drive 0.5 HP/415 V/3 Ph/50 Hz/1400 RPM 0.5 HP/415 V/3 Ph/50 Hz/1400 RPM
Vacuum Pump Motor 3 HP/415 V/3 Ph/50 Hz/1400 RPM 3 HP/415 V/3 Ph/50 Hz/1400 RPM (2 nos)
V 650 mm (26") of Hg. At 1000 LPM 650 mm (26") of Hg. At 1000 LPM
'acuum Pump
(30 CFM) (30 CFM)
Comoressed Air Requirement 200 to 220 LPM (8 CFM) at 200 to 220 LPM (8 CFM) at
P q 4-5 kg/sq cm 4-5 kg/sq cm
Overall Dimensions
(Approx in mm) 1750 (L) x 975 (W) x 1750 (H) 2150 (L) x 975 (W) x 1750 (H)
Net Weight (Approx) 800 kg 1000 kg




CAPSULE POLISHING CUM INSPECTION MACHINE /

CAPSULE POLISHING MACHINE

The capsule polishing cum inspection machine is designed for polishing and inspecting the filled capsules post filling and sealing
operation prior to final packing. It can be used for capsule sizes ranging from 00 to 5. The machine is supplied with SS 316 / SS 316L
contact parts as per user requirement.

Only capsule polishing machine is also available as an option.

OUTPUT:

35,000 to 40,000 capsules per hour depending on
capsule size and ambient temperature conditions.

SALIENT FEATURES:

e Simple to operate. Can be handled by semi-
skilled operator.

o Easily removable parts.

o Sturdy fabrication ensures durability.

o Designed to polish all sizes of capsules without
any change parts.

e Polishing brushes for different powders can be
interchanged easily.

e« Ensures a high gloss finish even with
hygroscopic powder.

TECHNICAL SPECIFICATIONS:

Model Capsule Polishing cum Inspection Capsule Polishing
Polishing Brush Drive 0.5 HP/415 V/3 Ph/50 Hz/1400 RPM 0.5 HP/415 V/3 Ph/50 Hz/1400 RPM
Vacuum Blower Drive 3 HP/415 V/3 Ph/50 Hz/2835 RPM 3 HP/415 V/3 Ph/50 Hz/2835 RPM
Vacuum Blower 135 mm Hg, 235 CFM 135 mm Hg, 235 CFM
Blower for Empty Capsule :
. Not Applicabl
Attachment 1.3 A/220 V/ 50 Hz/2300 RPM ot Applicable
Vibrator Linear type, Single Phase, Not Applicable

Dual coil vibrator with 220 V

Overall Dimensions
(Approx in mm)

Net Weight (Approx) 330 kg 110 kg

2250 (L) x 1220 (W) x 1350 (H) 1075 (L) x 550 (W) x 1250 (H)




DECAPSULATION MACHINE

The decapsulation machine is a semi-automatic machine that can be used for reclaiming powder from filled capsules. The machine is
supplied with SS 316 /SS 316L contact parts as per user requirement.

SALIENT FEATURES:

e No crushing of capsules.

o Perforated drum with spirals for powder and
shell separation.

e Compatible for all size of capsules, by using
change parts.

o Enclosed design prevents fine dust pollution.

¢ Wheel mounted for easy movement.
e Speed variation using AC frequency drive.
o Easytoclean.

TECHNICAL SPECIFICATIONS:
Main Drive Motor 0.25 HP/220 V/1 Ph/50 Hz/1400 RPM

Overall Dimensions

(Approx in mm) 600 (L) x 460 (W) x 1450 (H)

Net Weight (Approx) 100 kgs

SEMI AUTOMATIC CAPSULE / TABLET COUNTING AND FILLING MACHINE

The semi-automatic tablet / capsule counting and filling machine is ideal for small to medium scale operations. The machine is
compact, simple to operate and easy to maintain. The machine is supplied with SS 316 / SS 316L contact parts as per user
requirement.

OUTPUT:

Tablets - Up to 800 per minute

Capsules - 600 to 900 per minute

Output is dependant on size of capsules / tablets, operator skill and
ambient temperature conditions.

SALIENT FEATURES:

e Photoelectric Fiber Optical Sensor/Scanner for sensing
capsules/tablets.

o Counting speed is adjustable through Variable Frequency Drive.

o Amplitude of vibrator is adjustable to meet counting speed.

o Compact, simple to operate and easy to maintain.

e No-bottle-no-fill arrangement.

e Programmable Logic Control system with Human Machine Interface
provided.

« Counting can be used for both capsules and tablets without change
parts with minor setting changes.

TECHNICAL SPECIFICATIONS:
Main Drive Motor 0.25 HP/415 V/3 Ph/50 Hz/1400 RPM

Overall Dimensions
(Approx in mm)

Net Weight (Approx) 250 kgs

1150 (L) x 950 (W) x 1600 (H)

N.B. We also manufacture Automatic Counting and Filling machine with single and double disc along with Line Equipments.



SEMI AUTOMATIC DRY POWDER FILLING MACHINE

This machine is ideal for dry powder and external dry syrup filling. It is simple to operate, easily moveable and occupies less space. It is
supplied with SS 316 / SS 316L contact parts as per user requirement.

OUTPUT: 15 to 30 bottles per min

SALIENT FEATURES

TECHNICAL SPECIFICATIONS:

The output depends on fill weight, characteristic of powder,
bottle / container's neck diameter, operator skill and ambient
temperature conditions.

For optimum output, the interchangeable parts in following
weight combinations are supplied as per the customer's
requirements: 3gms - 5gms; 5gms -15gms; 15gms - 30gm; 30
gms -50 gms; 50 gms -75 gms; 75 gms - 100 gms.

Auger Type Filling.

Preset revolution control with digital display for quick setting of
fill weight.

Servo motor with PLC for precise fill weight.

Automatic powder level maintaining system for maintaining
constant level of powder to facilitate minimum weight variation.
Weight variation within + 2% depending on powder
characteristics and fill weight.

Quick interchangeability in minutes for changeover of product.
Programmable Logic Control System and Human Machine
Interface with display of operating parameters.

Main Drive Motor 0.6 kW/415V/3 Ph/50 Hz

Overall Dimensions
(Approx in mm)

520 (L) x 700 (W) x 1175 (H)

Net Weight (Approx) 150 kg

SEMI AUTOMATIC TWIN HEAD VOLUMETRIC LIQUID FILLING MACHINE

The semi-automatic twin head volumetric liquid filling machine is useful for
small to medium scale operations. It can be used to fill a variety of liquids for
different fill volumes ranging from 10 ml to 500 ml by interchanging syringes. It
can also be supplied for 500 ml to 1 litre fill volumes as per user requirement.
The machine is supplied with SS 316 / SS 316L contact parts as per user
requirement.

OUTPUT:  20to 40 bottles / minute

* The output depends on fill volume, fill characteristic, bottle / container's neck
diameter and operator skill.

SALIENT FEATURES

 Filling accuracy +/- 1% depending on the fill volume and characteristic.

« Useful for various types of containers — of different shapes and materials —
glass, plastic, metal.

« Simple to operate and easy to clean.

 Variable frequency drive provided for speed adjustment.

TECHNICAL SPECIFICATIONS:
Connected Load 0.5 HP/415 V/3 Ph/50 Hz/1400 RPM

Overall Dimensions (Approx) in mm | 450 (L) x 550 (W) x 750 (H)

Net Weight (Approx) 150 kg




SEMI AUTOMATIC EMPTY BOTTLE CLEANING MACHINE

WITH COMPRESSED AIR & VACUUM

The Semi Automatic bottle cleaning machine works on
compressed air and suction blower arrangement. The bottles
are placed in inverted position manually on the nozzle. As
soon as the bottle is placed and pressed downwards, the
solenoid valve actuates and filtered compressed air is
sprayed inside the bottle and the suction blower sucks the
foreign particles if any. After cleaning, the bottles are

transferred manually to the filling machine.

OUTPUT : 30 to 40 BPM*

* The output depends on type and size of bottle /
container and operator skill.

SALIENT FEATURES :

« Compact, simple to operate and easy to maintain.

« Useful for various types of containers — of different
shapes and materials - glass, plastic, metal.

TECHNICAL SPECIFICATIONS :

Connected Load 1 HP/415 V/3 Ph/50 Hz/2800 RPM
Compressed Air 10 to 12 CFM @ 4 to 5 kg/sq. cm
Suction Blower 1 HP, 100 mm of Hg, 120 CFM

Overall Dimensions (Approx) in mm 920 (L) x 610 (W) x 875 (H)

Net Weight (Approx) 130 kg

SEMI AUTOMATIC ROPP/SCREW/CRC CAP SEALING MACHINE

The Semi Automatic sealing machine works on cam mechanism. The

ROPP/Screw/CRC Cap is manually placed on the filled bottle by the
operator who then puts it below the sealing head. The sealing head
comes down, seals the bottles and moves upward after the sealing
_ | |

operation. The speed can be adjusted through a variable frequency

drive for achieving the required output. Screw
Capping
Head

OUTPUT : OUTPUT: 30 to 40 bottles per min

* The output depends on bottle / container's neck diameter
and operator skill.

ROPP
Capping Head

SALIENT FEATURES :

« Can be used for ROPP/Screw/CRC caps
« Simple to operate and easy to clean.
 Variable frequency drive provided for speed adjustment.

TECHNICAL SPECIFICATIONS :
Connected Load 0.5 HP/415 V/3 Ph/50 Hz/1400 RPM

Overall Dimensions (Approx) in mm 700 (L) x 600 (W) x 1600 (H)

Net Weight (Approx) 275 kg




We also manufacture Automatic Filling Lines for Capsule, Liquid Oral and Dry Syrup along with complete suite of Granulation.

CAPSULE FILLING LINE - PHARMAFILL SERIES

Empty Capsule Sorter Elevator

Capsule Polishing Machine

Filled Capsule Sorter

Unfilled Capsule Separator
Filled Capsule Elevator

Metal Detector

LIQUID PACKING LINE - ROTOFILL SERIES

Turn Table with  Automatic Rotary Empty Bottle ROTOFILL- Filled Bottle ~ Dosage Cup Placing
Loading Platform  \water Jet Bottle Inspection Unit £ Series Automatic Rotary Inspection Unit ~and
. . . : L . : Pressing Machine
Washing Machine : Liquid Filling, Capping .
: : & Sealing Machine

e .

GRANULATION EQUIPMENTS

Powder Transfer System (Optional)

Comill
(Optional)

Fluid Bed Dryer
Rapid Mixer Granulator ’ Automatic Tablet Coater
Capacities and options as per customer requirement

MACHINES CAN BE SUPPLIED FOR 380 VOLTS / 3 PHASE / 50 Hz OR 220 VOLTS / 3 PHASE 60 Hz AS PER CLIENT’S REQUIREMENTS

Anchor Mark Private Limited offers comprehensive technical consultancy and advisory assistance if required. Necessary personnel training
and assistance are provided as after-sales support.

As the design and manufacture of ANCHOR MARK PRIVATE LIMITED machines are subject to continual improvement, the product
supplied may differ in some details from the specifications and illustrations given herein.

Plot No. 101 A, Kandivli Co-op. Industrial Estate Ltd.,
Charkop, Kandivli (W), Mumbai - 400 067. INDIA.

/// ANcm MRK Tel. : 91-22-4097 2000 / 2868 2001 | Fax : 91-22-2868 2250
///IAP RIVATE LIMITED E-mail : marketing2@anchormark.com, exports@anchormark.com

Website : www.anchormark.com
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